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1.0.Ge$t art ed

ITPPO47 supports the following operating systems.
Yy Windows:

Windows 10 * 32bit and 64bit  (except Windows 10 Mobile and Windows 10 loT Core)
Windows 8.1 * 32bit and 64bit (except WindowsRT 8.1)
Windows 8 * 32bit and 64bit (except WindowsRT)

Windows 7 32bit and 64bit

y Mac:
Mac OS X Lion-10.7, Mac OS X Mountain Lioa 10.8, Mac OS X Mavericks-10.9,

Mac OS X Yosemite- 10.10, Mac OS X El Capitan10.11, Mac OS Sierra10.12
Mac OS Sierra-10.12.6, Mac OS High Siert#.13, MacOS Mojavé0.14

Mac OS Catalind0.15, MacOS Catalina10.15.6, Mac OS Big Surl.0,

y Linux:
CentOS: up to CentOS 8.2.2004

Ubuntu: up to Ubuntu 20.10
Tips: A Linux system based on CUPS printing is required, and the CUPS version is above 1.5.4

Y Precautions for System upgrade/update

Before starting the System upgrade or update, it is recommended to turn off your printer.
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20.USB

To use the ITPP047 in a Windows environment, you need to install this printer driver in advance.

nst al

2.1. Windows Installation

Tips:

a) Make sure the printer is connected to your Windows computer by the attached USB cable and

power on

b) The following are the siulated installation steps, the operating system used is Windows 7, on the

ati on

basis of actual installation interface (System).

Driver download linkhttps://munbyn.biz/ITPP04#Driver
1) Unzip the file andpen it.

Driver CD

Bl ITPPO47 Driver

2) Open the file'Driver".

Android Example

Ciriver I

Manual
METtool
PDF Reader

Tools

i Gift for you

3) Open the file'Windows Drivef'.

Linux Driver
Mac driver

Virtual com driver

Windows Driver
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Version 1.@

Figure2-1

Figure2-2

Figure2-3

2020/12/24 12:53
2020/12/22 16:25

2020/12/24 15:53
2020/12/24 15:53
2020/12/24 15:53
2020/12/24 15:53
2020/12/24 15:53
2020/M12/24 15:53
20204314 18:17

2020/12/24 15:53
2020/12/24 15:53
2020/12/24 15:53
2020/12/24 15:53



https://munbyn.biz/ITPP047—Driver

MUNBYN

4) Open theé'POS Printer Driver V8.03exe.

lﬁ! POS Printer Driver VB.03 2017/8/28 16:58

Figure2-4

5) When the following window appears, click on tidext'.

‘El Setup - POS Printer Driver V8.03 = || —

select Additional Tasks
Which additional tasks should be performed?

Select the additional tasks you would like Setup to perform while installing POS Printer
Driver V&.03, then dick Next.

Additional shortouts:
Create a desktop shortcut

[ Next> ||| cancel

Figure2-5

6) When the following window appears, click on thestall'.

ﬁl Setup - POS Printer Driver V8.03 = | —

Ready to Install

Setup is now ready to begin instaling POS Printer Driver V&.03 on your
computer.

Click Install to continue with the installation.

E—
| <Back | nsal |
—

Cancel

Figure2-6
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7) Wait for the progress bar to end and the following window will appear, click dhRimésH'.

ﬁl Setup - POS Printer Driver V8.03 CIm| =) ————

Completing the POS Printer Driver
V8.03 Setup Wizard

Setup has finished installing POS Printer Driver V8.03 on your
computer. The application may be launched by selecting the
installed shortcuts.

Click Finish to exit Setup,

Launch PQS Printer Driver V&.03

Figure2-7

8) Another installation window will pop uputomatically, and the driver will automatically detect
your computer system, not need change anything.

Install Configuration ﬁ

You are using Windows 7 x84 0S.
Please select Windows 7 to install.

Select Windows 0OS USB Check——
= Windows XP ™ Windows Vista
USEOOZ2
£ Windows 2003 * Windows 8/8.1 E—
f* Windows 7 * Windows 10
Printer Interface : @+ USB " Other
—Select Printer Series
Check USB Port
" POS-58C " POS-58 Install Now
" POS-76C " POS-76
*Remarks: “C” means item with rutter Cancel

[ Set Default Printer

Figure2-8
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9) Clikc on théCheck the USB pott

Install Configuration E
You are using Windows 7 x84 0S.
Please select Windows 7 to install.
—Select Windows 05 USB Check—
 Windows Xp  Windows Vista
USEOOZ2
" Windows 2003  Windows 8/8.1 —
& Windows 7 " Windows 10
Printer Interface :  {* USB " Other
—Select Printer Series
Check USB Port
" PO5-58C  POS-58 Tnstal Now
" POS-76C " POS-76
*Remarks: “C” means item with cutter Cance
[~ Set Default Printer
Figure2-9
10) A USB port window will automatically pop up
uration | £ |
You are using Windows 7 x64 0S.
Please select Windows 7 to install.
Select Windows 05 ~1USB Check
 Windows XP " Windows Vista
Wi USEOOZ
Windows pQS Printer Driver V8.03
& Windowg

- Your USE printer's Port is
Printer Interfa ii P
rinter Interfag USB002 :

—Select Printer §|

& POS-80C oK I

" PoS-58C ¢ Install Now
" POS-76C " POS-76

Check USB Port

Cancel

#Remarks: “C” means item with cutter

[~ Set Default Printer

Figure2-10

Pag®of81

ITPP047 Thermal Printer Software Manual

Version 1.@




MUNBYN

11) The printer will automatically feed out a USB port detection ticket

R )
. .
¢ The current printer's »
USBPrinter port 1s ¢
UsBoo2 *

.

FEIFITEREIERSIERIRTRES

Figure2-11

12) Click on the"OK" and"Install now'.

You are using Windows 7 x64 0OS.
Please select Windows 7 to install.

—Select Windows 0S —~USB Check—
 Windows XP " Windows Vista
Wi USEODZ
Windowd pos printer Driver V.03
= Windowg
= o Your USB printer's Portis:
Printer Interfad ] USBOO2
—Select Printer 5
Check USB Port
= POS-BOC
OK
" Pos-58( Install Mow ||
" POS-76C " POS-76
*Remarks: “C” means item with cutter Cancel |
[~ Set Default Printer
Figure2-12
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13) A Succeed windows will automatically pop up and then click ori@i€".

uration P
You are using Windows 7 x64 05.
Please select Windows 7 to install.
—Select Windows 0S USB Check——
 Windows XP  Windows Vista ’7
' o702
© Wind pos Printer Driver V803 .
& Wind
Printer Intq &) Svcce=d! .
' Do you want to printing test page?
— Select Print
l USE Port
 POS-
Yes Mo
€ POS- Etall Mo
& POS-7aC & POS-76
#*Remarkz: "C” means item with cutter Cancel
[T Set Default Printer

Figure2-13

14) The printer will automatically feed out'®0S Printertest page

POS Printer

Congratulag fons !
IT you can read lhi..s‘
Information You have
SUcceed intal) this

Printer drivep o

Printer Name:
POS-800¢

Figure2-14
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2.2. Windows TestPage

1) Open any file on your desktop (example only)

B
: Gl

20200715 466 29 joinf-assita

0 &

MobileFile 4 5165..0 joinf-assitant

Figure2-15

2) Find "Computer (the name of your personal computer)" on the left (names may vary, subject to

actual conditions)

Right click on theé' Computer”, clickon the"Properties’

4.7 Favorites 4 Bl Deskiop E
4 | o Libraries
o 2
= Recent Places > [ Documents
Bl Desktop b o) Music
[» Pictures
4 Downloads = _
I» i Videos
& OneDrive b @ Administrator
4 8 Cpomnutar
Da Collapse
4 [l Desktop o= -
4 Libraries "o ] & Manage
PEN IN NEW Window
[+ @ Documents <N N
. apn ar FIVE...
b @ Music > _ .
= Disconnect network drive...
b [ Pict > g
e L Add a network location
[» f [ Ca
i Videos ? R Delete
.. 2 Re
i | @& Administrator 3 Rename
218 Computer i»
Figure2-16
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3) Enter thesystem details interface, click on the "Control Panel" at the top of the page

18 »| Control Panel | ANl Control Panel tems » System

~ {4y [ Search Con 9|

Fle Edt View Tools Help

ontrol P ) oy, "
CommiPud i View basic information about your computer

% Device Manager

& Remote settings

& System protection

% Advanced system settings

Windows edtion
Windows 7 Ultimate
Copyright € 2009 Microsoft Corporation. Allights reserved.
Service Pack1

System
Rating: Retrieving system rating
Processor IntelR) Core(TM) i5-3470 CPU @ 320GHz 320 GHz
Instalied memory (RAM}: 12 GB (11.9 GB usable)

System type 64-bit Operating System

Pen and Touch: No Pen or Touch Input is available for this Displey
OEMInfo

Website: Onine support

Computer name, domain, and workgroup settings

Computes name: PA-Mark
Full computername:  PA-Mark
Computer description:  PA-Mark
Workgroup: WorkGroup

Windows actation
Status Nt Availsble
ProductID: Not Available

Figure2-17

4) Click on the"View devices and printets

3 » Control Panel »

View Tools Help

Adjust your computer's settings

% System and Security
Review your computer's status
Back up your computer

Find and fix problems

. Network and Internet
e. View network status and tasks
-,

Choose homegroup and sharing options
, / Hardware and Sound
[ [View devices and printers
Rdd a device

Programs
h ! Uninstall a program

Figure2-18

8§ Change settings

Viewby: Category v

Appearance and Personalization
Change the theme

Change desktop background

Adjust screen resolution

User Accounts and Family Safety

@‘ Add or remove user accounts

@) Set up parental controls for any user
Yy

Clock, Language, and Region
Change keyboards or other input methods
Change display language

Ease of Access
Let Windows suggest settings
Optimize visual display

5) Enter the Devices and Printers interface, right click ori@S80C'.

File Edit View Tools Help

Add a device Add a printer

Control Panel » All Control Panel Items » Devices and Printers

Windows can display enhanced device icons and information from the Internet. Click to change...

|

LEN LS2224A

Fax Gaming Mouse

ITPP047 Thermal Printer Software Manual

Version 1.@

Lenovo Calliope
USB Keyboard

Munbyn ITPP242 PA-MARK

Figure2-19

S
©
POS-80C Printer-80 Send To
OneNote 2016

Pagd 30f81




MUNBYN

6) Click on the"Printer Properti€'s

| » Control Panel » All Control Panel ltems » Devices and Printers

File Edit View Tools Help

Add a device Add a printer See what's printing Print server properties Remove device

Windows can display enhanced device icons and information from the Internet. Click to change.,

Fax Gaming Mouse LEN LS2224A

Lenovo Calliope Munbyn ITPP942 PA-MARK
USB Keyboard

Figure2-20

7) Click on the"Print Test page

m the Internet. Click to change...

-

See what's printing
Set as default printer

Printing preferences

rop
Create shortcut

Troubleshoot

Remove device

Properties

N

Y el

Lenove Callicpe  Munbyn [TPP342 PA-MARK POS-80C Printer-80
USE Keyboard

(= POS-80C Properties =

Genersl |Shamg|F‘orts IMva"»ced ColorMmagemertlSewlleemceSe{mgsl

Location:

Comment:

Model: POS-B0C
Features

Color: Mo Paper available:

Double-sided: No 80(72.1) x 297 mm -
Staple: No
Speed: Unknown
Maximum resolution: 203 dpi i
| p—
[ Preferences... ]I Print Test Page ]I
Lok [ Gome || ooy |

Figure2-21
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8) A test page has been sent to the printer.

= POS-80C Properties 22

General |Shanng I Ports | Advanced | Color Management I Securty I Device SetLings|

) -

= POS-80C POS-80C [
./ Atest page has been sent to your printer
Location: =7
This test page briefly demonstrates the printer's ability
Comment: to print graphics and text, and it provides technical
information about the printer. Use the printer
troubleshooter if the test page does not print correctly.
Get help with printing
Model: POS5-80C
Features
Color: No Paper availabl
Double-sided: Mo 80(721) x 297 mm -
Staple: Mo
Speed: Unknown
Maximum resolution: 203 dpi -
[ Preferences... ] [ Print Test Page ]

e ] [ o

Figure2-22

9) The printer will print a Windowsest page which means the printer is ready.

Driver ane:

un iDRV. DL

ri
wn i DRVUT, DLL
Kelp file:
wni DRV, H{LP
Delver verslon:
6. 00

Enviranment :
Detanls it

t datatype;
Ry i
Additionnl files
wed by this

“w
driver:

Figure2-23
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2.3. Mac Installation
To use the ITPP047 in a Mac environment, you need to install this printer driver in advance.

1) Open the file'P064 MUNBYN'.
@ Finder File Edit View Go Window Help

EUOAIMUNGLIN)
:

Figure2-24

2) Open the file'Driver".
‘®onve [ POBA(MUNBYN) (1)

-‘é an o By &~ Q, Search

Favorites - I
4'-.-:? oo - ' - -
—— &

i Manual

@ A N Driver Gift for you jpg ITPPOA7 SOK PDF Reader
@ AKD v1.00.2ip
5— F m I
| Desktop
POS-80 Printer SOK Tools
A‘ Appica..  UserMa_ved pdt
Figure2-25

3) Open the file'Mac Driver'.

‘o0 e
' EIEIE BICE

Favorites

All My...
y Linux Driver Mac driver Virtual com driver Windows Driver

@ AirDrop

Figure2-26
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4) Open thé'macOSDrivet dmg file
‘o0 e®

< Hll = 00 ol =By £ v

Favorites

<" iCloud... i

All My...
@ AirDrop

macOSDriver.dmg Thumbs.db

Figure2-27

5) Choose thémacOSDriver_signed. pKgfile and the installation will get started.
[ N )

v

macOSDriver_signed.pkg

Figure 2-28

6) Follow the instruction and click on tfi€ontinué step by step

[ = « Install macOSDriver o
Welcome to the macOSDriver Installer
o sucth You will be guided through the steps necessary to install this
software.
Destination Select
Instaliation Type
nstaiiation
Summary
Continue
Figure 2-29
Pagd 70f81
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7YEnt er your otanCclickon fheisswalirSoftwaré.

[ 4 - ﬂ
‘ ™~ Installer is trying to install new software.
|
o Introduc u Enter your password to allow this.
|
o Destinat User Name: mac126 ftware
« Installal Password:
installati
|
Sumens Cancel I Install Software I
Change Install Location...
Customize Go Back Install
Figure 2-30
8) Wait for a second and click on tHi€lose'.
o @ Install macOSDriver -

The installation was completed successfully.

» Introduction
» Destination Select
» Installation Type
« Instaliation
 Summary The installation was successful.
The software was installed.
Figure 2-31
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9) Go to the'System and Preferen¢eand chose th&rinters & Scannets

® T System Preferences Q, Search

: 2B EH O 9o @ °
Dock

General Desktop & Mission Language Security Spotlight  Notifications
Screen Saver Control & Reglon & Privacy
- =
-_ v ) i "! =
Displays Energy Keyboard Mouse Trackpad Printers & Sound Startup
Saver Scanners Disk
S —
iCloud Internet App Store Network Biuetooth Extensions Sharing
Accounts
2 ® 2 & @ @
- 18 —
Users & Parental Siri Date & Time Time Accessibility
Groups Controls Machine
Figure 2-32

10) Clikc on the"+" to add the new printer

[ = < i Printers & Scanners Q Searct
Printers
P m— . 4BARCODE 4B-30448B
g=. ABARCODE 4B-30448
o) Offline, Last Used - ) Open Print Queue...
= Munbyn ITPP942 -
- e m _ Options & Supplies...
Location: mac12689MacBook Air
Kind: 4B-3044B
Status: Offiine

~ Share this printer on the network Sharing Preferences...

Default printer: Last Printer Used B
Default paper size: A4 ?
Figure 2-33
Pagd 90f81
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11) A "Printer80" window will pop up automatically.

e

Default

Name » Kind
Printer-80 usBe
Name:
Location:
Use: -
Figure 2-34

12) Wait for a few seconds and the detials will show up and then changsieoption

8w

8 4
ad

Default

Name A Kind
Printer-80 use

Name: 'Printer-BO

Location: mac126&9MacBook Air

Use: Generi; PostScript Printer

The selected printer software isn‘t from the manufacturer and may not let
you use all the features of your printer,

Add

Figure 2-35
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13) Choosé'Select Softwark search'80" and then choos#0OS80".

| Fomes™s = o v o EE——|
Yo 4 = Q 80 (<]
= @ -
DYMO Labe!Manager 280
POS Label-80
Name ~ Kln;
Printer-80 st
j Cancel OK
Name: Printer-80
Location: mac12649MacBook Air
Use: Select Software... °
Add
Figure 2-36

14) Click on the"OK" and"Add" to add this new printer(PG&)C)

Printer Software Q @ -

Defautt
| @ 80 Q
DYMO LabelManager 280 Name ~ Kind
POS Label-80 Efinbec= 001 use
POS-B0
Name: Printer-80
Location:  mac126&MacBook Air
Use: | POS-80 <
e —
Figure 2-37
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2.4. Linux Installation

1) Open terminal inputsudo ./install.sh

4 Desk LinuxDriver » Q LinuxDriver

Recent

' Recent
Home J

wstall sk Home

driver install.sh

Desktop
i Desktop
Documents
Downloads
Music
uxbriver$ sudo ./install.sh]
Pictures
Videos

Trash

Ubuntu

©
@
i
[u]
a
[}
-
o
o

+

Other Locations

Figure 2-38

2) Input your root password. (If you have not root password, open terminal angigfmupasserd
root'to set root password).

ding@ding-virtual-machine: ~/Desktop/LinuxDiverinstalla/LinuxDiverinstalla
File Edit View Search Terminal Help
ding@ding-virtual-machine:~/ top/Linux erInstalla/Linu :rInstalla$ sudo ./[fin
stall.sh

[sudo] password for ding:
POS CUPS driver installer

fSearching for ServerRoot, ServerBin, and DataDir tags in fetc/cups/cupsd
flserverBin tag not present in cupsd.conf - using default

#DataDir tag not present in cupsd.conf - using default
| SERVERBIN =
i = fusr/lib/cups/ffilter

= fusr/share/cups/model/P0OS

nstalling filter driver
iInstalling ppd files

fRestarting CUPS
N [ ] Stopping cups (via systemctl): cups.service.
1 ] Starting cups (via systemctl): cups.service.

Installation Completed
iadd a printer queue using ( 1, http://localhost:631, or http://127.0.0.1:dididid
ding@ding-virtual-machine: top/Linux : LIREYIRT, arInstalla$

Figure 2-39
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3) Open cups at localhost: 631 in your browser and chbadding Printers and Classes

& Home-cuPs 2.2.7 X

— C o ) localhost 63 o U o no®e® =

Home Administration Classes Help Jobs Printers
CUPS 2.2.7

CUPS is the standards-based, open source printing system developed by Apple Inc. for macOS* and other UNIX*-like

operating systems.
CUPS for Users CUPS for Administrators CUPS for Developers
Overview of CUPS Adding Printers and Classes Infroduction to CUPS Programming
Command-Line Printing and Options Managing Operation Policies CUPS API
User Forum Using Network Printers Filter and Backend Programming
cupsd.conf Reference HTTP and IPP APIs
Developer Forum
Figure 2-40

4) Click on the"Add Printef'.

CUPS.org Home EEGIMGISEUGLUE Classes Help Jobs Printers
Administration
Printers Server
Add Printer Find New Printers Manage Printers Edit Configuration File View Access Log
View Error Log ViewPage Log
Classes ~ Server Settings:

Advanced »
Add cl M cl A .
DEOEAN.] L NARAge LA Share printers connected to this system
Allow printing from the Internet

Allow remote administration

Jobs Use Kerberos authentication (FAQ)
Allow users to cancel any job (not just their own)
Manage Jobs Save debugging information for troubleshooting

Change Settings

RSS Subscriptions

Add RSS Subscription

Name Events Queue Name
{notify_recipient_name} ) -
. Cancel is Subscniu'on {notify_events} Queues
Figure 2-41
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5) Choosé'Unknow" and"AppSocket/HP JetDirettand click on théContiuné.

B Add Printer -CUPS 2.2.7 X
& cC o

CUPS.org Home REGINIGISIETIN

Add Printer

i) localhost:

Printers

Add Printer

Local Printers:  CUPS-BRF (Virtual Braille BRF Printer)
HP Printer (HPLIP)
Serial Port #1

Discovered Network Printers:
Other Network Printers:

PRAPR
© AppSocke

Intemnet Printing Protocol (https)
Intemet Printing Protocol (http)
Backend Error Handler

Intemet Printing Protocol (ipp)
ThinPrint Printer for VMware
ThinPrint Gateway Printer for VMware

Continue

Figure 2-42

6) Enter"PrinterNam&(Anyone is fine) and atk on the"Contiuné.

B Add Printer -CUPS 2.2.7 X

& c o

i) localhost:

Jobs Printers

Classes

CUPS.org Home RLGHGIEIET]

Add Printer

Help

Add Printer

Name: PrinterName

Description:
(Human-readable description such as "HP LaserJet with Duplexer’)
Location:
(Human-readable location such as "Lab 17)
Connection: usb://Unknown/Printer?serial=012345678AB
Sharing: Share This Printer

Figure 2-43
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7) Choos€'POS and click on thé Continué.

« > C @ @ 127.0.0.1

Administration

Add Printer

Add Printer

Name: vy
Description:
Location:
Connection: usb./Unknown/Printer?senal=012345678AB
Sharing: Do Not Share This Printer
Make: oki
Olivetti
Olympus
Panasonic

Raven
Raw

I Continue

Or Provide a PPD File:

Browse... | No file selected.
Add Printer

Figure 2-44

8) Choos€e'POS LabeB0" and click on thé Add Printef.

“ < o © 127.0.0.1:631/admin

org  Home

Add P

Administration EEEEE Jobs  Printers

rinter
Add Printer

Name: yy
Description:
Location:

Connection: usb:/Unknown/Printer?senal=012345678AB
Sharing: Do Not Share This Printer

Make: pos | select Another Make/Manufacturer

LU LD | POS Label-80 (en, en, zh CN. zh Tw)
FUS-=0TE

Or Provide aPPD File: g gyce . o file selected.

Add Printer

Figure 2-45
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9) You can choose to further set as the default printer

| sErar o ol X

) > C D localhost:631/a: v @ 0 i o ®

Administration ESEEEES Jobs Printers

Set Printer Options

Set Default Options for PrinterName

General CutOptions Cash Drawer Control Buzzer Control Logo Control Banners
Policies

General

Media Size:  go750m) * 210mm v

Set Default Options

Figure 2-46

10) The printer has been successfully installed.
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2.5. Chromebook Installation

1" Enter in Google Chroméittps://munbyn.biz/chromebookprint

New Tab x

® - @ Xx
C | = munbynbiz/chromebookprint »

Grall Wages 333 o

Google

-

arch Google or type a URL
-] - a
Google 45 Print Extension pCloud

@ = = Sy

CampspotAd..  Print Extension Web Store Add shortcut

Figure 2-47
2~ Click "Add to Chrome" first, and then click "Add extension" to download and adeixteasion

@& PrntExtension-Chrome LR X ® - @ Xx
<« C @& chrome. I s ip & zh-CN&authuser=0 o x M
£ chrome web store 8  shelimorgan3ds@gmail.com v

Home page > Extension > Print Extension

En—y i i

=== Print Extension

RS Provider : DING
0 | Developer tools | & 22users

@ Runoffiine

Overview Privacy norms Evaluation Related

Figure 2-48
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i i ey
chrome web store = Add “Print Extension"?

itk

Home page > Extension > Print Extensi__ LS

E Print Extension

Provider : DING

X shellmorgan34s@gm

0 | Developer tools 2 22users

@ Run offline
Overview Privacy norms Evaluation stand by Related
Figure 2-49
3 After successfuinstallation, click on the" icon and select “Print Ex
connection interface.
O _ =& X
-CN&authuser=0 & %l »
Extensi o
* shal xtensions
No access needed
These extensions don't need to see and change |
information on this site.
& Application Launcher For Drive... I
=  Print Extension I
Pl
& Manage extensions fp,,m Extension
Figure 2-50
4" Click "Connect" and select "Print&0-paired” to connect to the printer.
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& Print Extension - Chrome flEfl X = Printer Settings x +

C M Print Extension | chrome-extension://iiojelkcnhebcbofenfilpeclfhkfl

Printer

1. Click the connect button to pair the usb printer

2. Select printer-80 in the printer list to print

connect

Figure 2-51
& Print Extension - Chrome (L[l X = Printer Settings X o+

C' (% PrintExtension’ chrome-extension://iicjelkcnhebcbofenfilpeclfhkfhhh/index.html

"Print Extension” wants to connect

Printer

Printer-80 - Paired

1. Click the connec

2. Select printer-8(

connect

\

®

Figure 2-52

5 Open any website, here is the ‘loyverse websit
Go to the print interface and select "See more" when selecting the printer.
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@ Print Extension - Chrome FEE. X | = Printer Settings X Loyverse POS x o+ Qo _ & x

« C @& rloyverse.com/das! i/ #/report/average?p: 10&periodLeng! 07d&arg=-1&from=2021-02-01%2000:00:00810=2021-05-18%2023:59-59 &fromHour=0&toHour =0&type =all&outl

e < @ Feb1,202] Destination & Munbyn TPP92@ -~ | k.
ﬁ Munbyn ITPPO42 @
AirBravura
| - o 14.99
& Pages Tatal
h\ Copies
EXPORT ~
-
="]
The is not 199
Check your printer of try selecting another printer.
- 3.00
40-1003
* 10.00
401002
a 14.99
401001 1499
401000 " N? 40-1003
411000
Cancel Print
381000
371007 Feb 07,2021 05:34 PM ‘www.munbyn.com Owner Sale

Figure 2-53

6~ After selecting "PrinteB0", we can use the printer to print.
+

& Prinl Extension - Chiome fiLE X | = Printer Seltings X {5 LoywsePOs % Q@ _ & x
« (s @& rloyverse.com/dashboard/#/report/average?page=08&Iimit=10&periodLength=107d&arg=-1&from=2021-02-01%2000:00-00&t0=2021-05-18%2023:59: 59&fromHour=0&toHour=0&type=all&outletsids=a. o ¥ »
Receipts
Select a destination
e < @ Feb1.202 Shawing destinations for o
shellmorgan348@gmail com =
& Q,  Search destinations Total
B seveaspor
B & Munbyn ITPP249 @ ArBrawura Munkyn s Pre
EXPORT = # Munbyn (TPRB4Z @ AirBrawra Munkyn Laoe Bor
= Munbyn ITPP249 3 @ macl 2649MacBook Air My 199
Receipt no. —
. Primer80 . =
- 5 3.00
40-1003
» 1000
40-1002
o 14.99
40-1001
@ 1499
40-1000 Ne 40-1002
41-1000 cancel
38-1000
371007 Feb 07, 2021 05:34 PM W mURGYN.Com Qwner Sale

@000 =
Figure 2-54
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VOIITNUY /YERVI G YT YT R OYG= I = UGG T = 1427 any
I 5182021 Loyverse POS
121 Receipts V-17.158

14.99

Total

3.00

1000

1499
1499

PM N¢ 40-1003

hitps A lopverse comidastboandisepont . U2

T GV 6 TVETY | DAV AL U LU 6

Figure 2-55

Demo video: http://munbyn.biz/chromebookvideo
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Print

Destination

Pages

Copies

Layout

Color

More settings

VT 1S AV T ZEIUT T T TUTGAE TUME SO SRS

2 sheets of paper I

& Printer-80 - |
All -
1
Portrait -
Black and white -

v

v
Cancel
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300LAN I nstall ati on
3.1.Get IP Address(Windows)

a) Go to control panel (Please refer to chapter 2.2) and aficke"View network status and tasks

[ » Control Panel » Search Contr.. 0

File Edit View Tools Help

Adjust your computer's settings Viewby: Category ¥

% System and Security a User Accounts and Family Safety

Review your computer's status ) Add or remove user accounts

Back up your computer @ Set up parental controls for any user
Find and fix problems

_ Network and Internet Change the theme
A

Choose b and sharing options Adjust screen resolution

, / Hardware and Sound Clock, Language, and Region
Z k View devices and printers £ Change keybeards or other input methods
Add a device .

Change display language

Programs Ease of Access
h‘ Uninstall a program Let Windows suggest settings

Optimize visual display

! . Appearance and Personalization

Figure 3-1

b) Click on the"Local connectioh

~* » Control Panel » Metwork and Internet » MNetwork and Sharing Center

View Tools Help

Panel Home . . . . .
View your basic network information and set up connections

+ adapter settings &I‘ & 0 See full map

: ad d shari
_a lvanced sharing TORRES R 4 Internet
(This computer)

Wiew your active networks Connect or disconnect
FE 4 Access type: Internet
) Public network Connections: ] locabconnection

Figure 3-2

¢) You can see the basic information of the network connection, click d#teils'.
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General
Connection
IPv4 Connectivity: Internet
IPv6 Connectivity: Mo Internet access
Media State: Enabled
Duration: & days 20:19:46
Speed: 1.0 Gbps
Activity
-y
Sent — &g ——  Received
@
Bytes: 55,855,474 | 142,645,518
[@Properh‘es][ [@Dtsable ][ Diagnose ]

Figure 3-3

d) IPv4 address is the local IP.

L ™
vencomionoens L

Metworl: Connection Details:

Property Value

Connection-specific DN...

Description Realtek PCle GBE Famity Controller

Physical Address BC-EE-7B-83-1F-8A

=OHCE Enahled Yes

IPv4 Address 152.168.80.77

IPvd Subniet Mask 255 2552550

Lease Obtained 2020F12H238 18:14:11

Lease Expires 20205E12 5308 21:59:44

IPv4 Default Gateway 152.168.80.1 |

IPvd DHCP Server 152.168.801

IPv4 DNS Servers 20256128 86
114114114114

IPv4 WINS Server

MetBIOS over Tepip En...  Yes

Linkdocal IPvE Address fed0::653b:3808:4373:34ab% 11
IPv6 Default Gateway

IPvE DNS Server

Figure 3-4

Tips:
Install the USB driver, please refer to chapter 1.1.1
Prepare a router, three network cablls,first onds the access network to connect to the router

the second oneonnected to the computand the other oneonnected to the printer.

3.2.Installation:
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3.2.1. " Printer Test V5.1" Settings
1) Open"Printer CD and"Tools'.

Driver CD 2020/12/24 15:53

&4 ITPPO4T Driver 2020/12/22 16:25

Tools 2020/12/22 18:54
Figure 3-5

2) Open"Printer Test V5.1C.

Text Sample 9,680 2021/1/4 11:28
€] EnCodeqQr.dll 53,237 2015/7/6 1519 O
EnCod=0rlib 751 2005/7/6 1519 61
Printer Test V3.1C.exe 837,548 2021/1/6 17:04 Al
£] Printer.ini 151 2021/1/6 15:29 8
=] temp.bt 82 2018/11/7 10.. FI
f1| Update Instructions.pdf 111,532 2018/11/191... El
Figure 3-6

3) Check the Port Select and Printer Type. Enter the Local IP, Printer IP.
You can get the printer IP (IP address) by the-teslf pag€Please refer to the Hardware Manual).

Enter the New IP, the first three digits are consistent with Local IP, and the last digit is different from
the last digit of Local IP

Click on the"SetNew IP' after finishing.
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= Printer Test V5.1C - x
Port Select Printer Type
OLPT D coMm QOuUsB ®POS-80 O POS-78 QO POS-58
LPT Set COM Set
LPT1 v coml v 19200 v RTS v
NET Set
Local IP: [ 72 18 e 27 | Refresh
Printer IP: || 192 0 168 . 1 . 100 | [ Connect l I Ping ]
|New IP: I 192 168 1 100 [ SetNew P l | ‘ NetMonitor |
New ID: || 0.0 .0 . 0 | [ New ID l (Set lastfour ID)

CP437(5td Europe) ~

Rep: I]—@DHEX [JAutoSend Cy msDCuIPapet

‘Welcome to use the impact and thermal printer manufactured by professional
POS receipt printer company!

Print
Cut Paper
Open cash drawer
Selftest
Driver Print

Firmware update

Advanced

Enter Boot

POS PRINTER TEST V5.1C

LT

English

[ET: |

Figure 3-7
4) Go to the Control Panel (Chapter 2.2) and Click ori fh@ter properties

E;giﬁ » Control Panel » Hardware and Sound » Devices and Printers

' File Edit View Tools Help

Add a device Add a printer See what's printing Print server properties Troubleshoot Remo

4 Devices (4)

N Y.

Generic TORRES Use USE Optical
MNon-PnP Keyboard Mouse
Monitar

4 Printers and Faxes (7)

-

4BARCODE Fax Foxit Microsoft Munbyn POS5-80C WPS Print
4B-3044B Reader PDF XPS ITPP41 .
Printer Decument ] See what's printing
Writer Set as default printer
4 Unspecified (1) Printing preferences
l l Create shortcut
Rantecal /& Troubleshoot
Remove device
Properties
Figure 3-8

5) Cilck on the'Ports' and therf'Add Port.
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e T &=

| General | Sharing| Ports | Advanced | Color Managemert | Security | Device Settings |

%/  POSSIC (copyl)

Print to the following port(s). Decurments will print to the first free
checked port.

Port Description Printer

LPTI: Printer Port
LPT2: Printer Port
LPT3: Printer Port
COMIL:  Serial Port
COMZ:  Serial Port
COM3:  Serial Port
COM4:  Serial Port

Add Port... l ’ Delete Port ] ’ Configure Port...

[[] Enable bidirectional support
[7] Enable printer pooling

Figure 3-9
6) Choosé'Standard TCP/IP Pdrand click on théNew Port.

Available port types:
EPS0OM Port Handler Monitor

Ord
Standard TCP/IP Port

MNew Port Type..

Figure 3-10

7) Enter the new IP set before and click on'tRext'.

Pag&6of81

ITPP047 Thermal Printer Software Manual

Version 1.@




MUNBYN
PrmeE———— e

Add port
For which device do you want to add a port 7

Enter the Printer Name or IP address, and a port name for the desired device.

Printer Name or IP Address: | 192168.80.210 I

Port Name: 192.168.80.210

Figure 3-11
8) Please wait for the detecting.

I Detecting TCP/IP port
| Windows is detecting the TCP/IP port and will move to the next page when finished.

Detecting the TCP/IP port...
Windows will automatically move to the next page when the detection is done.

Q

Figure 3-12
9) Click on the"'Next' and"Finish'
setsantea o P s

Additional port information required
I The device could not be identfied.

Add Standard TCP/IP Printer Port Wizard i

Completing the Add Standard TCP/IP
Printer Port Wizard

T e T, Eoe oS You have selected a port with the following characteristics.

1. The device istumed on.
2. The network is connected. SNMP: No
3. The device is properly configured.
4. The address on the previous page is correct. Protocol: RAW, Port 9100
) : Device: 19216880210
I you think the address is not correct, click Back to return to the previous page. Then correct the
address and perform anather search on the netwark. If you are sure the address s correct, select the Port Name: 18216880210
di below. N
evice type below. Adapter Type: Generic Network Card
Device Type
@ Standard Generic Network Card -
© Custom Settings...

To complete this wizard, click Finish.

<Back | Ned> ||[ Cancel | <Back | Finish ]|[ Cancel

Figure 3-13
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10) Go back to théPorts and double check the TCP/IP Port is chosen or not

( Click on the'Configure Poftand compare with the step.7)

POS-80C

e

Pots | Advanced | Color Management [ Securty | Device

Setiogs)

| General | Shamng
- POSC’
|

Print to the following port(s). Documents will print to the first free

checked port.
Port Description Printer 2
[7] USe001  USBumm Sl 4BARCODE 4B-3044B
[7119216... Standard TCP/IPPort  POS-80C (copy S), POS-80 L1
[7119216... Standard TCP/IP Port L
[7119216.. Standard TCP/IPPort  POS-80C &]
[7119216... Standard TCP/IP Port

| [7]19216... Standard TCP/IP Port

. Standard TCP/IP Port

| AddPott.. ||  DeletePot | | ConfigurePort.. |

Enable bidirectional support

[ Enable printer pooling

| OKJV[ Cancel.. | | Aoty

Figure 3-14

11) Please refer tthe chapter 2.2 and do a test page.

3.2.2. DHCP Method

1) Open"Printer CD' and"Tools'

Driver CD

Ed ITPPO47 Driver

Tools

2020/12/24 15:53
2020/12/22 16:25

2020/12/22 18:54

Figure 3-15

ITPP047 Thermal Printer Software Manual
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2) Open NETtool V1.03>NETtool

L. NETtool VL.03 2020/12/30 14:04
| Printer Test V5.0C 2020712730 1404 - Netframework 4.0
|, QueuMonitor V1.2 2020/12/30 14:04 = NETtool.exe

B how to set DHCP to configurate IP addre...  2019/12/1011:41 | NETtool.exe.config

Figure 3-16

3) Click on the IP'192.."" , switch the DHCP on, and click on tffgetting'.

A new IP address will come out automatically

B T L e

.
Printer Info

Name MAC 1P address Subnetm... Gateway Port DHCP Paperend Coveropen Cuterror Cashopen
00:A7:F7:81:06:28
Zve-ql 00:AT:FT:81:06:28 |192.168.80... | 255.255.25.. 192168801 9100 On  No Mo No Ha MAC Addr:

MName(new): Zi80-QL

[P acarnew; 19216880230

SubnetMask: 292:295.255.0

Gateway: 192.108.80.1

Net Port: 2100

| et pHce:  On -

Setting ]

Restart printer
Firmware Upgrade
MoniTime(Sec: 3  [¥] Monitoring| Search Printers

| 3

Welcome use to printer, it's more than a printer Open upgrade file 2020/12/301512:52  :
Figure 3-17
4) For the remaining steps, pleaséer to the fourth step of chapter 3-24)
4.0.Wi Fi |l nstall ation
4.1. For Mac
4.1.1. Get IP Information
a) Go td'System Preferentand click on théNet Work'.
Pag&89%f81
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[ ¥ & System Preferences [Q Jseare: ]
| = e ‘ =
i @ a @ °
General Desktop & Dock Mission Language Security Spotlight  Notifications
Screen Saver Control & Region & Privacy
P \ I
Displays Energy Keyboard Mouse Trackpad Printers & Sound Startup
Saver Scanners Disk
iCloud Internet App Store Network Bluetooth Extensions Sharing
Accounts
21 ® 2 & @ ©
Users & Parental Siri Date & Time Time Accessibility
Groups Controls Machine
Figure 4-1

b) Doublecheck your WiFconnection and clickAdvancé.

e 5 - 7 Network Ct Search
Location: | Automatic
Wi-Fi —
ot ot - Status: Connected Turn Wi-Fi Off
Wi-Fi is connected to SYZ-202-2-2.4g and has
@ Bluetooth PAN 6 the IP address 192.168.1.28.
Not Connected
RNDIS/..t Gadget /. " 2 = o
_ Snleiberaatd O Network Name: | SYZ-202-2-2.4g
° m“"gﬂt Br“idge & | Ask to join new networks

Known networks will be joined automatically. If
no known networks are available, you will have
to manually select a network.

Show Wi-Fi status in menu bar

Assist Me... Revert

Figure 4-2
¢) Click on the'TCP/IP'.
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".?' Wi-Fi
W DNS WINS 8021X Proxies Hardware

Preferred Networks:
Network Name Security
HMZY WPA/WPA2 Personal
B008 WPA/WPA2 Personal
TP-LINK_9BB& None
Xiaomi_B008 WPA/WPA2 Personal
iPhone /J\it WPA2 Personal
A1028 WPA/WPA2 Personal
;l- =i Drag networks into the order you prefer.

Remember networks this computer has joined
Require administrator authorization to:
"~ Create computer-to-computer networks
_ Change networks
Turn Wi-Fi on or off

Wi-Fi Address: 08:6d:41:d7:a3:54

Cancel OK

Figure 4-3

d) Double check the IP details.

",?' Wi-Fi
m DNS WINS 802.1X Proxies Hardware
Configure IPv4: = Using DHCP
ress: 192. o1 Renew DHCP Lease
Subnet Mask: 255.255.255.0 DHCP Client ID:
(If required)
Router: 192.168.1.1
Configure IPv6: Automatically
Router:
IPv6 Address:
Prefix Length:
? Cancel OK
Figure 4-4
4.1.2. Connection
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1) Connect'WiFi Printer".
Gl (a] 2 ¢ sixE> [ Thu5:23PM

Turn Wi-Fl Off

v SYZ-202-2-2.49

305-fq-wifi -

| &

D) )

-
ChinaNet-hU37 =
ChinaNet-PUzm 8 F
ChinaNet-Rshv a =
ChinaNet-sdVu 8=
EBSDOEBE-KEBSUSNGW@1AQ... @ =&
H3C_5G_GUEST T
H3C_GUEST =
mascotte a =
mascotte_5G a7
MCSPORT a8 =
modu modei [
SYZ-202-1 a8 =
SYZ-202-1.5G a8 =
SYZ-202-2 8 =
SYZ-206-2 A%
SYZ-305 a8 =
SYZ-305-2.49 a8
SYZ-312-5G & -
SYZ-MAD 8%
SYZ-MAD-2.4g 8 =
‘s

Figure4-5

2) Open a browser and ent&0.10.100.254

x +

O @ 10.10.100.254

dleMal @& | 10.10.100.254

Q  10.10.100.254 - Google

Figure 4-6

3) Enter"admir'(Username and Password).

& 10.10.100.254 x B
C @ 10.10.100.254
Sign in

http://10.10.100.254
Your connection 1o this site is not private

o |

Password [ |

Concu m

Figure 4-7
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4) Click on the"STA Settings.

10.10.100.254

i | English

WIF1 Prirtar

Systemn
Work Mode

AP Setting
Othar Satting
Account
Upgrade SW
Restart

Restore
98D86ITCECHE

Web Ver1.0.14

Figure 4-8

5) Click on the"Scari and choose the home or public WiFi.
Tip: need to use the same public WIFI as 4.1.1(b)

Network Narme (SS10) [zvwerLTech ]
rompodepd T
System
Encryption Method
Work Mode
Encryption Algorthm
STA Setting
Password
AP Setting
Other Setting Obtan an IP addross automaticaly
Account 1P Addroes
I W
Ypyrede S Subnet Mask
Restar
Gateway Address
Restore
DNS Server Address
Web Ver:1.0.14
Please select your current wire
System Site
Work Mode FB85:7E:28:F0
I =
2 |80:E4:55:50:846
STA Setting 5 l96.E4:85:50846
AP Setting WRBERAARO [24FB657E28:60
; [24:FB65.7E-28:E5
Other Setting [24.FB85TE28.E1
Account
Upgrade SW
Restart
Restore [ChinaNet-sdVu [DC:Fa:89.4C:6E:88

|SYZ-202-1 EGC ES5F7:97:81:F0
L ] }H:IC_GUEST |T2.E5:F787:B1:F0

o o]

Figure 4-9
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6) Enter the WiFi Password and the IP information (Refer to the step d of the chapterhiifidst
three digits of the IP Addressremian the samehe last digit is different, you can choose any value in
the range oP-253). Click on the'Savé.

Notwork Name (SSID) SYZ-202-2-2.4g
System Seadiiston — e ————— —
Work Mode
STA Setting
AP Setting — =
I ¥ Show passwords
Other Setting Obtain an IP address automatically [Disable v}
Account U
P Address
Upgrade SW
~ Suboat Mask 2652552550 |
Restart 1 -
Gatoway Address
Restore

DNS Server Addross 10.10.100 254

Web Ver:1.0.14

Figure 4-10

7) A WiFi Printer ticket will pop up automatically thateans the printer is now successfully connect
to your home or public WiFi.

WIFI Printer

Version : V1.0.08_2,0.6R

Run mode: APSTA

WebLogin: admin,admin

[STA Infa]

SSID 1 SYZ-202-2-2.4g
: WPAZPSK, AES, mrasssssssssess
: 182.168.1,139
1 255.255.255.0
: 182.166,1.1
: Disabled

AP Infol

AP name : WIFL Prin

Key i WAZPSK,

012345678

Figure4-11
8) Finally restart the printer, and then you can use the printer to print.
Pagd4of81

ITPP047 Thermal Printer Software Manual

Version 1.@




MUNBYN
4.2. For Windows

4.2.1. Get IP Information

a) Go tothe control panel (Please refer thapter 2.2 and click on thé'View network status and
tasks.

55 » Control Panel » ~ [ 42 Wl search Contr.. P

File Edit View Tools Help

Adjust your computer’s settings

i System and Security
Review your computer's status
Back up your computer

Find and fix problems

Viewby: Category =

User Accounts and Family Safety
) Add or remove user accounts
1) Set up parental controls for any user

Appearance and Personalization

&

Network and Internet

View network status and taskd

Choose homegroup and sharing options

Ny

Change the theme
Change desktop background
Adjust screen resolution

J Hardware and Sound Clock, Language, and Region
SN View devices and printers W Change keyboards or other input methods
Add a device L 4 Change display language
Programs
h‘ Uninstall a program

Ease of Access
Let Windows suggest settings
Optimize visual display

Figure 4-12

b) Click on the"Wifi connectior.

i;; » Control Panel » Network and Internet » Network and Sharing Center

View Tools Help

Panel Home " . . . .
b View your basic network information and set up connections
+ adapter settings bk & Q See full map
HRmOCEd g TORRES s 4 Internet
(This computer)
View your active networks Connect or disconnect
Mg 4 Access type: Internet

Public network

Connections: J [wifi€annection

Figure 4-13

¢) You can see the basic information of the network connection, click dibtteils'.
I General

||| Connection
IPv4 Connectivity: Internet
IPv6 Connectivity: Mo Internet access
Media State: Enabled
Duration: & days 20:19:46
Speed: 1.0 Gbps

Activity
-]

Sent —— %;' ——  Received

Bytes: 55,855,474 | 142,645,518

(Propertes | [ &ipisable ] [ Dagnose |

Figure4-14
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d) IPv4 address is the local IP.

e comonvens [ e

Metwork Connection Details:

Property WValue

Connection-specific DM. .

Description Realtek PCle GBE Famity Controller

Physical Address BC-EE-7B-85-1F-8A

LHCE Enzbled Aeg

IPv4 Address 192.168.80.77

IPvd Subnet Mask 2552552560

Lease Obtained 2020128230 181411

Lease Expires 2020125308 21:55:44

IPv4 Default Gateway 152.168.80.1

IPv4 DHCP Server 192.168.80.1

IPvd DNS Servers 202.56.128.86
114114114114

IPvd WINS Server

MetBIOS over Topip En...  Yes

Link4ocal IPv6E Address fe80::6h3b:3808:4373:34ab %11
IPvE Default Gateway

IPv& DMNS Server

Figure 4-15
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4.2.2. " Printer Test V5.1C" Settings

1) Open"Printer CD and"Tools'.

2020/12/24 15:53

=¥ ITPPO4T Driver 2020/12/22 16:25

Tools 2020/12/22 18:54

Figure 4-16

2) Open Printer Test V5.1C and make sure the printer is connected/itedaws computer by USB
cable.

%] EnCodeQr.dll 53,237 2015/7/6 15:1!
| EnCodeQr.lib 751 2015/7/6 15:1!
I Printer Test V5.1C.exe 837,548 2021/1/6 17:0-

22 | Printer.am 151 20217176 15:2

temp.txt 82 2018/11/7 10..

11| Update Instructions.pdf 111,532 2018/11/19 1.,
Figure 4-17

3) Check thé'PortSelectand"PrinterTypé.

= Printer Test V5.1C — b4

Port Select Printer Type

OLPT O com ®Uus ONET ® POS-80 O POS-76 (O P0OS-58

LPT Set COM Set

LPT1 v coMm1 «| 19200 v RTS v
NET Set
Local P | 172 8 1es 21 | Refresh
Printer IP J 192 e . 1 w0 | [ Connect ] I Ping ]
New IP: || 192 . 168 1 100 | [ SetNew IP ] ‘ NetMonitor |
New ID || 0 0 0 0 | New ID (Setlastfour ID)

Rep[1 EDHEX Clear | [JAutoSend Cyc ms[]CutPaper |CP437(Std Europe)

Welcome to use the impact and thermal printer manufactured by professional
POS receipt printer company!

Print
Cut Paper
Open cash drawer
Selftest
Driver Print

Firmware update

Advanced

POS PRINTER TEST V5.1C Enter Boot

English

| Status Bar: Real-time display of print status!

Figure 4-18
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4) Click on the"Advanceé.

= Printer Test V5.1C — b4
Port Select Printer Type

OLPT Ccom ® USB ONET ® P0OS-80 OPOS-76 (OPOS-58

LPT Set COM Set

LPT1 “ comi ~| 19200 v RTS v

NET Set

Local IP: [72 18 18 217 | T

Printer IP: || 192 0188 . 1 . 100 | I Connect l l Ping l
NewIP: || 192 . 168 . 1 . 100 | l SetNew IP I | NetMonitor |
New ID: || 0o .0 .0 . 0 | New ID (Setlast four ID)

Repi[1 ﬂDHEX Clear | []AutoSend Cv ms[]CutPaper | CP437(Std Europe) ~

Welcome to use the impact and thermal printer manufactured by professional
POS receipt printer company!

Print
CutPaper
Open cash drawer
Selftest
Driver Print

Firmware update

Advanced

POS PRINTER TEST V5.1C =z it

English

A

||Status Bar: Realtime display of print status! ‘

Figure 4-19

5) Find" Net Setting and click on théSet Net.

= Advanced X
Queuing function: : . .
NV Logo Test NV Download 2 Type: Copies: Function: Initail NO:
Seting | Nomal  ~||1 ~| [on v[o |
2D Barcode test Print 2D Barcode TimeEn: Time:

Date:
SefTime | |oFF - |2020¢12ﬁvH2226:37 EH QueuEdit |
Black Mark Setting: BlackMarkSet

T, T S Intelligent alarm: Setting | LED ON - ‘ | BEEP OM - ‘
SetNet ‘ | BluetoothSet ‘ Intelligent mode: Setting Group -

il

Net Setting:
USB MODE Setting:  SetUSB Printing ‘ SetVirtual COM ‘ BleEEmEE: Setling ON i
Waiting ime(s):  Alarm on(s) Alarm off{s).
Printing Width Set Setting 79mm - |6 v | \ 3 v | | 10 v \
Height ) ’—‘

Culter with alarm: Setting ,—‘

Barcode Test PrintBarCode |fypc o o] [129 vl ON b
l—' [JsensH Alzrm counter.  Alarm time(*50ms): Alarm mode:

P80 Black sens: Set Sensitivity |12 v| |]2 v| |4 V‘ |2 V‘ |3 "‘
DIP Setting: P80 Set DIP ‘ l P76 SetDIP l ‘ P58 Set DIP ‘ H Parameter Set: l PrintH l l SetDelta l 5 -
Code page Set I PrintCodePage || SetCodePage | |0 P76 Buzzer Set BuzzerSet OFF o

baud rate set BaudRate Set | [1q500 | P5g/PTEE P76 Density Set Set NORMAL
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Figure 4-20

6) Enter the IP Address, NetMask and GateWay (Refer to stdpthte previous chapteirhe first
three digits of the IP Addressremain the saméhe last digit is different), and then enter the Wifi name

(SSID), password (WIFI Key). Click Setting Akxample only)

= Net Setting X
Net Setting
IP Address: | 192 . 168 . 1 . 133 | SetiPAddr
NetMask | 255 . 255 . 285 . 0 SetNetMask
GateWay | 192 168 . 1 . 1 | SetGateWay
Set above contents
WIFI Setting
ssiD- | SYZ-202-22 49
WIFI Key |mrjiawelcom92[]2 Setting All
Key Type WPA2 AES PSK o
Set above contents Return

Figure 4-21

7) A WiFi ticket will pop up automatically that means the printer is successfully connected to the

WIFI.

WIFI Printer

Varsion : V1.0.08_2.0.88
Run mode: APSTA
Weblogin: adwin,admin
[STA Info)
s8I0 t SY2-202-2-2. 49
Key 1 WPAZPSK, AES, mressssssssssss
IPADDR : 182,188.1,133
Mask i 286,255,255.0
Gatoway : 162,188.1.)
DHCP : Disabled
(4% Info)
AP name : NIFI1 Printer
1 WPAZPSK, AES, 012345678
+ 10.10,100,254
AP Mask : 255,255,255.0
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50Bl toe@et h Connecti on

Figure 4-22

5.1.For Windows 10

1) Click on the information icon in the lower right corner of siveeen.

X Cy
Tablet mode All settings Nearby sharing
O fial D Y

Airplane mode Location Focus assist Mobile hotspot

£ % %%

Night light Not conn’kcted

& = X
Connect 30%

o e 5:34 PM I

Figure 5-1

2) Right click on the Bluetooth icon and go to Settings.

L8 @ 83 Ty

Tablet mode Network All settings Nearby sharing
7 fia %) )

Airplane mode Location Focus assist Mobile hotspot
& 3 i
Night light :
Go to Settings
=] ‘:E] R
Figure 5-2
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3) Click on the"+" and choose Bluetooth.

Settings - o X
@ Home Bluetooth & other devices
‘ Find a setting | 'S Add Bluetooth or other device
Devices
Bluetooth
B8 Bluetooth & other devices @ o
& Printers & scanners Now discoverable as “DESKTOP-3LO3QAQ"
O Mouse

Other devices

Add a device

Add a device

Choose the kind of device you want to add.

Bluetooth
mmpas.am‘mmmdsdwm

Wireless display or dock

Wireless monitors, TVs, or PCs that use Miracast, or wireless docks

Figure 5-3

4) Chooseé'Printer001 and enter the PIN cod€000'.

Add a device

Add a device

Make sure your device is turned on and discoverable. Select a device below to
connect.

Printer001
e Ponerd
Add a device

Make sure your device is turned on and discoverable. Select a device below to
connect.

% Printer001

Connect Cancel

Figure 5-4

5) Bluetooth connection is successfully.

Add a device

Your device is ready to go!

Eg] Printer001

Figure 5-5
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6) Go to the Driver file and click on the "PE&8® Windows driver (With...)".

i5 POS Printer Driver V8.03
r@ POS-B0 Windows driver (With Digital ...

Figure 5-6

7) Choosé'Othet’ and click on thélnstall Now'.

Install Configuration X

You are using Windows 10 x64 0S.
Please select Windows 10 to install.

~Select Windows 0S ~USB Check—
" Windows XP " Windows Vista
" Windows 2003 " Windows 8/8.1 ysB00R
" Windows 7 & Windows 10
Printer Interface : " USB @ Other
~Select Printer Series
Check USB Portl
" POS-58C " POS-58 Install Now |
" POS-76C " POS-76
3Remarks: "C” means itew with cutter Cancel I

[~ Set Default Printer

Figure 5-7

8) A succeed window will pop up automatically and click on"tfies'.

POS Printer Driver V8.02

Succeed !
Do you want to configure printer now?

Yes No

Figure 5-8
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9) Go to the"Devices and Printets Double Click on the"POS80C', and then click on the
"Hardwaré, you can see the com port connected to the printer.

2

Fax Microsoft Print
to PDF
POS-80C Printer001
Figure 5-9

10) Go back to théPorts andselect the com port.

= POS-80C Properties X

General Shaing Pots  Advanced Color Managemert Securty Device Settings

=] r0os-80C

Print to the following port(s). Documents will print to the first free

checked port.
Port Description Printer ~
[JLPT1:  Printer Port POS-20C (copy 2), POS-80C (...

[JPT2:  Printer Port
[CJPT3:  Printer Port
[J COM1:  Serial Port
[ comz:  Serial Port
[J COM3:  Serial Port

Serial Port

. AddPort.  DeletePot | ConfigurePort..

Enable bidirectional support

[J Enable printer pocling

Figure 5-10

11) Refer to the chapter 2.2 and do a test page.
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6.0.Squdmetall ati on
6.1. LAN Installation

1) Long press the Feed button and turn it on at the same time, let go after hearing a beep, and check
the selfcheck page printed out by the printer to se&ldt DHCP is in the Enable state.

Figure 6-1
2) I fNe't DHCP’ is in the Disable state, you need

the computer to the same router, and then use
Enable state according to the steps in the figure below

= NETtool V1.03 - *

‘nn BALALC 1P addrecs Subnetim, Port DHCPE _Panerend  Coueropnen. Cut ercor Cachopen. Sta Printer Info

0-a1 O0:AT:F7:81:C6:28  192.168.1....  255.255.25.. 192.168.1.1 9100 On No Mo Mo No ool'MCMdﬁ it

Z¥80-01
\P Addrinew: |192168.1.100

5 255.255.255.0

2 . 192.168.1.1
3 Net Port: 9100

Met DHCP:

‘ Cutter Paper |
‘ Print Selftest Page |
< >

\i ; Firmware Upgrade |

MoniTime(Sec:: | 3 |2 Monitorirlg| Search Printers | Advanced |
Welcome use to printer, it's more than a printer Open upgrade file 2021/7/19 20:16:05  ::

Figure 6-2
3) Connect power supply and the LAN interface.
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Figure 6-3
4) Connect Square and printer, afidic"Settings"

Connect Square and printer:
Click "Settings”

Figure 6-4
5) Click "Tours and Tutorials"

Connect Square and printer:
2, Click “Toursand Tutorials”

Tours a0s Tterials

AT K Wi Spgeatar

Trasannoot

Figure 6-5
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6) Click "Hardware" & "Printers."

Connect Square and printer:
3, Click "Hardware” & "Pripters”

Figure 6-6
7) Click "Create printer statior®"Select printer*>"Epson TMm30 947*>"Print test".

4, Click

“Createprinterstation”
“Select printer”

Figure 6-7

8) Print test paper
9) Customize the name for this printer
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Customize the name for this printer

Figure 6-8
10) Click "Receipts™>"ON"->“ Sawv e "

Click”Receipts” & “ON”

Creste printer station

Use this printer for

conts

3 in-persen onder el

Figure 6-9

11) Create your order on Square
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Create your order on Square

Inv

| Customers

Settings

Figure 6-10
12) Get the receipts

Get the receipts

Figure 6-11
Demo videohttp://munbyn.biz/sqarevideo

6.2. USB Installation
1) Open ‘Printer Test V5.1C'" and click on ‘Advanced
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= Printer Test V5.1C — ¥
Port Select Printer Type
OLPT OcoM @®USB ONET ® POS-80 OPOS-76 OPOS-58
LPT Set COM Set
LPT1 v comi ~ 19200 v RTS v
NET Set
Local IP: [72 8 s ez | [ Refresh I
Printer IP: [ 192168 g 17 | [ Connect l [ Ping ]
AN
New IP: || 192 . 168 1 \100 | [ SetNew P I | NetMonitor |
N
New ID: || 0 . 0 0 . o\| New D (Setlastfour D)

Rep:|1 @DHEX OAuteSend ms [ CutPaper CP950(Traditional C ~

Welcome to use the impactand thermal printer manufactur
POS receipt printer company!

by professional

Print

CutPaper

Open cash drawer

Selftest

Driver Print

N | Firmware update

Advanced

Enter Boot

POS PRINTER TEST V5.1C

English

L

[[UsE: |

Figure 6-12

2) Switch ‘EPSON mode’ to “ON", and then click *Set
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= Advanced b
Queuing function: : ) o
NV Logo Test l NV Download l 2 Type: Copies: Function: Initail NO:
Setting Normal ~| |1 ~| |ON ~
2D Barcode test: l Print 2D Barcode l TimeEn Date: Time:
SetTime | |oFF o ||20214F 7F~ ‘ |14:2024 > QueuEdit
Black Mark Setting BlackMarkSet
File data send: Open File Send Intelligent alarm: Setting LED ON ~ |eeeron  «
Net Seting: SetNet BluetoothSet riEligErmees Setting Group v
USB MODE Setting: | SetUSB Printing| | Set Virual COM Idle alarm set Setting ON v
Waiting time(s):  Alarm on(s): Alarm off{s):
Printing Width Set Setting 79mm v 6 > [3 ~| |10 v

Height )
Cutter with alarm: Setting -
Barcode Test PrntBarCode | [[jpg A o] [129 v U
[JSensH 2 Alarm counter: Alarm time(*50ms). Alarm mode
P80 Black sens 12 ~ ¢ 1 4 v |2 v (3 v
DIP Seting: P80 Set DIP P76 Set DIP

Parameter Set

Print H l I SetDelta 5

Code page Set l PrintCodePage SetCodePage P76 Buzzer Set OFF -
baud rate set BaudRate Set | [1990p P76 Density Set Set NORMAL  ~
Density Set: Setting 5
SetPrinterType Setting
EPSON Mode: return

0

l ||USB: oM I
Figure 6-13

3) Connect Square and printer, and click "Settings".

Connect Square and printer:
Click "Settings”

Figure 6-14
4) Click "Hardware" & "Printers".
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Connect Square and printer:
3, Click "Hardware” & "Pripters”

Figure 6-15
5) Click "Create printer statior*"Select printer*>"Epson TMm30 002>"Print test".

4, Click
“Createprinter station”
“Selectprinter”

Figure 6-16

6) Print test paper.
7) Customize the name for this printer.
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Customize the name for this printer

Figure 6-17
8) Click "Receipts™>"ON"-> “ Save"

Click”Receipts” & “ON”

Creste printer station

Use this printer for

conts

3 in-persen onder el

Figure 6-18

9) Create your order on Square.
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Create your order on Square

Orders Inv
Items | Customers

Reports Settings

Figure 6-19
10) Get the receipts.

Get the receipts

Figure 6-20

70.Appl i cationt@ompatib
7.1. Loyverse (Android) WiFi Setting

Demo videohttps://munbyn.biz/ITPPO4W-L
1) Setting as the below shown.
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v:“a

<  Edit printer

Name

ITPPO47

Printer model

Other model v
nterface

Ethernet v
Printer 1P-address

192.168.1.133

Paper width

80 mm .
Advanced settings

Print receipts .
Automatically print receipt .

5 PRINT TEST

B DELETE PRINTER

Figure 7-1

2) Click "PRINT TEST.
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Advanced settings
Print receipts .

Automatically print receipt O

5 PRINT TEST

B DELETE PRINTER

Figure 7-2

3) A Test receipt will pop up automatically that means WiFi printer is ready.
_ s

= g
. g 8 ; Svanenave
A Naa | 388'%a3%0%

MUNBYN"

www.munbyn.com
Loyverse APP receipt print

Cashier: Owner

Figure7-3
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80.Uni nstall ation/ Del ete Printer

1) Go to the Control Panel and click tviiew devices and printéts

[ » Control Panel »

View Tools Help

Adjust your computer's settings

System and Security
Review your computer's status
Back up your computer

Find and fix problems

Network and Internet
View network status and tasks
Choose homegroup and sharing options

Hardware and Sound

View devices and printers|

Add a device

e

Programs

Uninstall a program

Figure 8-1

2) Right click on the PO80 and click on theRemove device

.

>

'
9
e

View by:  Category ¥

User Accounts and Family Safety
@) Add or remove user accounts
@) Set up parental controls for any user

Appearance and Personalization
Change the theme

Change desktop background

Adjust screen resolution

Clock, Language, and Region
Change keyboards or other input methods
Change display language

Ease of Access
Let Windows suggest settings
Optimize visual display

Eé ; ! é » Control Panel » All Control Panel tems » Devices and Printers

File Edit View Tools Help

Add a device Add a printer See what's printing Print server properties Remove device

Windows can display enhanced device icons and infermation from the Internet. Click to change...

LEN LS22244 Munbyn ITPP942 PA-MARK

Gaming Mouse Lenovo Calliope

USE Keyboard

Figure 8-2

ITPP047 Thermal Printer Software Manual

Version 1.@

g See what's pnn‘tmg

Set as default printer

il

Printing preferences

Printer properties
Create shortcut

Troubleshoot

Remove device

Properties
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90.Conf i guration
9.1. "Printer Test V5.1"

This chapter will introduce the tool settings in detail.

= Printer Test V5.1C - b4
Port Select Printer Type

OLPT ocom ®USB ONET ® POS-80 O POS-76 O POS-58

LPT Set COM Set

LPT1 v com1 v 19200 v RTS v

NET Set

Local IP: || 172 . 18 188 . A7 | Refresh

Printer IP: || 192 . 188 . 1 . 100 | [ Connect l [ Ping l
New IP: || 192 . 168 . 1 . 100 | [ SetNew IP l | NetMonitor |
New ID || 0 .0 . 0 . 0D | New ID (Set lastfour ID)

Rep|1 ﬂDHEX [ AutoSend Cyc ms ] CutPaper

Welcome to use the impact and thermal printer manufactured by professional Print
POS receipt printer company! nn
CutPaper

Open cash drawer

Selftest

il

Driver Print

Advanced

POS PRINTER TEST V5.1C

||StaLus Bar. Realtime displav of print status!

Figure 9-1

9.1.1. Communication Port Selection
Contain parallel port, serial port, USB port and Ethernet port.

Port Select
OLPT CcoMm ® USB CONET

Figure 9-2

9.1.2. Printer Type
Default is POS30

Printer Type
® POS-80 O POS-76 O POS-58

Figure 9-3
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9.1.3. Parallel Port Settings (LPT Set)
Parallel port Settings is consistent with the compaiterwill be atomatically seleetd
LPT Set
LPT1 w
Figure 9-4
9.1.4. Serial Port Settings (COM Set)
Serial port Settings: set the serial port number, baud rate, flow.
COM Set
COomM1 e 9600 e RTS »
Figure 9-5
9.1.5. Ethernet Port Settings (NET Setting):
Change the IP address of Ethernet port printer through Ethernet port Settings.
MET Set
Local IP: I 172 . 18 . 188 . 147 | Refresh |
Printer IP: I 182 . 168 . 30 . 23 l Connect l l Ping
MNew IP: I 192 168 . 1 . 100 | Set Mew IP | MetMaonitor
New ID: [0 -0 .0 .0 | New ID | (Set last four ID)
Figure 9-6

"Local IP'---comput er ' s |whichacédn bd deldech alitdmatcallg or by clickimgfrest
button.

"Printer IP---pr i nter’'s current | P address, -testpage,ahlgt ai | ed
suitable for Ethernet port printers.

"New IP address-- set the new IP address.

Printer ' s | P address shall be i n t he s ame net we
intercommunication, And it can't conflict with the IP address of other devices.

"New ID address--t he new | D address t hehmmigretdert’'os (IPD i and
address

must be an only address within a network).
"Net Monitor'---Monitor printer status through netwoiRET port available)
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9.1.6. Number of the Copies

It refers to the printing quantity of the repeat print of thedestent.

Rep: |1— ﬂ

Figure 9-7

9.1.7. HEX Data

I't can only be transmitted by
used to send instructions to the printer).

[JHEX

Figure 9-8

9.1.8. Printing Content
Edit the printing content and send data by clicking "Print" button.

i nputting hexadeci

POS receipt printer company!

Welcome to use the impact and thermal printer manufactured by professional

Figure 9-9

9.1.9. Automatically Sending, Cycle,CutPaper

"Automatically sending Click the "Auto Send" button and the software will automatically send the

data in the printing content column to the printer.

"Cycle'": cycle time to send data automatically.

"CutPapet. Printer will automatically do paper cutting work after the cycle time

[ JAutoSend Cyc 500 |ms []CutPaper

Figure 9-10
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9.1.10. Print

Print the information and data in theontent edit box.

‘ Print
Figure 9-11
9.1.11. Cut Paper
paper cutting action.
CutPaper
Figure 9-12

9.1.12. Open Cash drawer
Test the cashbox function.

Open cash drawer

Figure 9-13
9.1.13. Traditional Font Test
Used for testing traditional fonts printing.
Traditional
Figure 9-14

9.1.14. Driver Print

Test the Driver installation is successful or not.

Driver Print

Figure 9-15

9.1.15. Firmware Update

Tips: Under normal circumstances, firmware upgrades arenot carried out. If you have specific
needs, pleaseontact our technical support team.

Choose firmware BIN file, whenpdating, two LED flickers on the printer at the same time, do not
turn off printer power.

Firmware update
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Figure 9-16

9.1.16. Advanced

Click "advancedl button, and set up more features to have print test, below is the detailed
introduction.

Advanced

Figure 9-17

9.1.17. Language Switching
Swithch English and Chinese.

PR3 E

Figure 9-18

9.2. Setup Instructions for " advanced Button

This chapter will introduce the tool settings in detail.

Black Mark Setting:

= Advanced x
Queuing function: : . o
| NVLlogo Test NV Download l 2 Type: Copies: Function: Initail NO:
Seting | |[Nomal  v||1 v| [on v[o |
l TimeEn: Date: Time:
| SetTime | [ope v |2021¢ ?Ev||2u:21:30 E||| QueuEdit |
BlackMarkSet ‘

Intelligent alarm: Setting |LED oN v| |BEEP oN v|

| 2D Barcode test l Print 2D Barcode

File data send: Open File Send
Net Setting: SetMNet ‘ ‘ BluetoothSet ‘ Intelligent mode: Setting Group -
USB MODE Setiing. |SetUSB Priniing| ~ Set Virtual COM ‘ Idle alarm set Sefting ON >

Waiting time(s): Alarm on(s): Alarm off{s):
Printing Wiclth Set Selling i = 6 v |3 v| |10 v]
Height ) ’—‘
Cutter with alarm: Setting o
Barcode Test PrntBarCode | lypc o | 129 v! ON

JSensH Alarm counter: Alarm time(*50ms). Alarm mode:
P80 Black sens SetSensitivity | [1 v| 12 vl 4 v| |2 v|[3 v]

DIP Setling: ‘ PRSI H P H PRSI ‘ H Parameter Set: I PrintH H SetDelta ls -

0 P76 Buzzer Set: BuzzerSet OFF o

baudrate set BaudRate Set | [1g900 «| P58/P76E Only P76 Density Set NORMAL -
Density Set Setting 5 v

SetPrinterType Setting ESC/POS v
EPSOM Mode: Setting OFF ~

Figure 9-19

SetCodePage

Code page Set l PrintCodePage

9.2.1. NV Logo Test:
a) Click the”"NV Download"button, the menu below will pepp:
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= LOGO DownlLoad %
Image Preview:

@® Original Size O Double Width O Double Height
O Double WidHig Cut Paper
®PIC1 | ] ]
OPic2 | | O

Printer OPie3 | Is
OPIC4 | | O
OPICS | | O
OPICE | [
OPICT | | O
OPICs | | O
‘ Open Logo ‘
I Down Logo l
I Print Logo l
I Clear Logo l

Figure 9-20

b) Size requirement and function selection of paper cutting of NV LOGO printing.

(® Original Size (O Double Width (O Double Height
(O Double WidHig Cut Paper

Figure 9-21

¢) Open loga
Click and selecBMP format picture or the'LOGO" file that you want to print.

Open Logo

Figure 9-22

d) Download NV loga
Click the download button after opening the BMP format file and the file will be downloaded to the
printer. Print the file content by cliglg "print LOGO" button.

Down Logo

Figure 9-23

e) Print LOGO:
Click this button to complete tHeOGO" image printing.
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‘ Print Logo
Figure9-24
f) Clear LOGO:
Remove the downloadétlVv LOGO".
Clear Logo
Figure 9-25
g) Multi NV LOGO menu.
Show current NV LOGO
@ PICt L] L o
OPIc2 | | O
OPIC3 | | O
OPIC4 | | O
QOPICS | | O
QOPICE | | O
OPICT | | O
OPICS | | O
Figure 9-26

9.2.2. 2D Barcode Testing
Edit and print test dfvo-dimension codes.

2D Barcode test Print 2D Barcode

Figure 9-27

9.2.3. Black Mark Settings
To set special paper printing with black mark.

Black Mark Setting; BlackMarkSet

Figure 9-28

9.2.4. File Data Send
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Choose and open TXformat file in the popup dialog box, and then the printer will print the contents

of the file.
File data send: Open File Send
Figure 9-29
9.2.5. Network Settings
It includes"Network Setting$and"Bluetooth Settinds
Net Setting: SetNet BluetoothSet
Figure 9-30
9.2.5.1. Net Setting
= Net Setting *

MNet Setting

IP Address: ‘ 192 . 168 . 40 . 107 ‘ SetiPAddr

NetMask ‘ 256 255 . 265 . 0 ‘ SetNetMask

GateWay ‘ 192 168 . 40 . 12 ‘ SetGateWay

Set above contents

WIFI Setting

SSID- ‘ Printer001 |

WIFI Key ‘Priﬂterﬂfﬁ ‘ Setting All

Key Type |WPA2_AES_F’SK i |

Set above contents Return
Figure 9-31
aSet up the Printer’s | P address.

b) Set up the Subnet Mask.

c) Set up the Gateway.

d) WIFI SSID address settings. Note: the SSID addressisthene of your Wi rel ess R
e) WIFI password settings. Note: the password of the Wireless Router

f) Encryption type of WIFI SSID settings.

Note: the encryption type of the Wireless Router. For exanfpiee encryption type of the Router
(SSID) is: WPA_TKIP_AES_PSK, then this information should Ifelected in the tab ofSSID
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Encryption typé.
g) After filling the above information, click th&etting All' option. The printer willBEEP'. Next,

restart the printer.

9.2.5.2BlueTooth Setting

= Bluetooth Setting X
setting
BT NAME: |F’rinter0[]1 ‘ O
BT PINKEY- |123455 ‘ O
BT USER O
Setting
Figure 9-32

a). Set up the Port name of the Bluetooth Printer (the Factory Default BT NANPEnser001)
b) Set up the Password of the Bluetooth Printer (the Factory Default BT PINKEZ3456)

c) After finishing theabove settings, clickSetting, and then finished the settings of Bluetooth
printer

9.2.6. USB Mode Setting
Mode Setting of printer

s USB port includes USB

USB MODE Setting: | SetUSB Printing | SetVirtual COM

Figure 9-33

9.2.7. Printing Width Set
Change the printing with to 48/52/56/58/64/68/72/76/80mm
Printing Width Set: Sefting 72mm v
Figure 9-34
9.2.8. Barcode Test
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Choose a variety of barcode types and height to test the print with a total of nine kinds of

onedimensionatode choice.
Height

‘ Print BarCode UPC_A ~| 179 »

Barcode Test

Figure 9-35

9.2.9. P80 Black Sens
The adjustment of black mark sensitivity Settings for 80 series machines according to different black
mark paper. Valid only when black mark funatiset is on.

o []SensH
P80 Black sens: SetSensitivity | |45 v| [12 w
Figure 9-36
9.2.10. DIP Switches Settings
P80 Set DIP (only for machines without DIP switches on bottom).
DIP Setting: P&0 Set DIP
= PBO DIP Setting be
|
Select cutter
@VES ONO
Select beeper
O NO ®YES
Paper 58mm
®NO OYES
Chinese mode
OYES ®NO
Character per line(FontA/B)
O 48/64 ® 42/56
Virtual COM to USB
®NO OYES
Serial baudrate
|19200 v| Setting
Figure 9-37
9.2.11. Code Page Set
Typed in the cde page number (all the code pages list in the-tesif page), then click
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"SetCodePagddutton. Clickon the"PrintCodePadebutton to view the setup code.

Code page Set ‘ PrintCodePage ‘ SetCodePage 0

Figure 9-38

9.2.12. Baud Rate Set (only for P58 andP76E machines)

bﬂud [Ete set BEUdREtE SEt | -lgzm ot | PSBII'P?EE

Figure 9-39

9.2.13. Density Set

Density Set Setiing 5 -

Figure 9-40

9.2.14. Uncommon Settings

Please contadiechnical support team for more details

Queuing function: Type: Copies: Function: Initail NO:
Seting | Nomal v |1 ~| [oN v[o |
TimeEn: Date: Time:

SetTime | [oFF 7| '|1u;49;zu E||| QueuEdit ‘
- |
Intelligent alarm: Setting |LED ON V| |BEEP ON V|

Intelligent mode: Setling Group w
Idle alarm set Setting ON w

Waiting time(s):  Alarm on(s): Alarm off{s):
s =|E o ]

Cutter with alarm: Setling oM w

Alarm counter: Alarm time(*50ms). Alarm mode:
4 - 2 ~| 3 |

H Parameter Set l Print H H SetDelta ] 5 o

P76 Buzzer Set BuzzerSet OFF v

Figure 9-41

9.2.15. Return
Return to the former directory.
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return

Figure 9-42

9.3. Factory default.

Connect the printer to the computer by a USB cable.

Open"Printer Test V5.1 clear the input field and ent&tF 1B 1F 11 17, check"HEX", and click
on the"Print".

= Printer Test V5.1C — .
Port Select Printer Type

OLPT Ocom ®uss OMNET ®P0S-80 (O POS-76 (OPOS-58

LPT Set COMSet

LPT1 v com ~ 19200 - RTS v

NET Set

Local IP: [ 1 18 217 | Refresh

Printer IP- [ e 1 . 100 | [ Connect l I Ping l
New IP: “ 192 . 168 1,100 | [ SetNew P l ‘ NetMonitor |
New ID: “ [ [ | New ID (Setlastfour ID)

Repi[1 %lHEX Clear | [JAutoSend Cyc ms[] CutPaper
[1F1B1F 1111 |

Figure 9-43

9.4. Printer Settings

9.4.1.
Tips: Please refer to the chapte®.2 and enter the" Devices and Printers.
1) Right click on the¢ POS80C' and chooséPrinter properties

Device management

% » Control Panel » All Control Panel ltems » Devices and Printers

File Edit View Tools Help

Addadevice  Addapiinter  Seewhat'sprinting  Print server properties  Remove device

Windows can display enhanced device icons and information from the Internet. Click to change.

A

LEN 152224

-
Lenovo Calliope  Munbyn TTPPO42
USB Keyboard

See what's printing
Set as default printer

PA-MARK

Figure 9-44
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2) Click on the'Device Settings enterPOS80C Device Settings.

m the Internet. Click to change...

Lenove Calliope I\;'!unbyn ITPP342 PA-MARK POS-80C Printer-80
USBE Keyboard
88 POS-80C Properties [

Gereral | Sharing | Ports | Advanced | Color Management |Secu'ityi Devics Setings |

& =

Location:

Comrment:

Model: PO5-80C
Features
Color: No Paper available:
Double-sided: No
Staple: No

80(72.1) x 297 mm -

Speed: Unknown

Maximum reselution: 203 dpi b

l Preferences... ” Print Test Page ]

[ ok J[ canca J[ spy |

Figure 9-45

3) Choose the Cash Drawer after printing.

ik POS-80C Properties S5

| General | Sharing | Poits | Advanced | Color Management | Security | Device Seftings |

e POS-80C Device Settings
B\;‘ Form To Tray Assignment

Manual Paper Feed: 80(72.1) x 297 mm
=

Mo Cash Drawer b
utter select:
Printing Dens Cash Drawer #1 Before Printing
Printing Alarr Cash Drawer #2 Before Printing
Feed Paper A’ Cash Drawer #1+%2 Before Printing
Doc-top loge Cash Drawer #1 After Printing
Doc-top loge Cash Drawer #2 After Printing
Doc-bottom  Cash Drawer #1+#2 After Printing
Doc-bettom lege Mode: Normal

Figure 9-46
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4) Change the Printing Density if the default printinglarry.

= POS-80C Properties [

| General | Sharing | Ports_| Advanced | Color Management | Securiy | Device Settings |

= POS-B0C Device Settings
£-+4] Form To Tray Assignment
Manual Paper Feed: B0(72.1) x 297 mm
B@ Installable Options
3 Cash Select: Mo Cash Drawer

rinting Alarmm: My

I

Feed Paper After) 1 | gyvel
Doc-top logo ID: 1 7 | evel

Doc-top logo Mot 3 Level
Doc-bottom logo 4 Level
Doc-bottom logo 5 Level

6 Level
7 Level
8 Level
[ ok J[ camed || epy |
Figure 9-47
5) Choose Paper Feed after printing.
i POS-80C Properties i3]

| General | Sharing | Ports_| Advanced | Color Management | Securty | Device Seitings |

@0 POS-80C Device Settings
B\;‘ Form Te Tray Assignment
b Manual Paper Feed: 80(721) x 297 mm
Bf@ Installable Opticns
Cash Select: Mo Cash Drawer
Cutter Select: Form[Cut
Printing Density: default

Doc-top logo Mode: Norm 3pmm

Doc-bottom logo ID: Mone 6mm
Doc-bottom loge Mede: N 9mm
12mm

15mm
18mm
21mm
24mm
27mm
30mm
33mm

36mm

39mm
[42mm | [ Caneel ][ ooi |
45mm

90mm

Figure 9-48
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Contact us

Need Tech Support, contact us by:

WhatsApp
+8617817881067

FB message
Munbynofficial

ITPP047 Thermal Printer Software Manual

Version 1.@

E-mail: support@munbyn.com
Whatsapp: +8617817881067

Skype: live:munbyn

Support timeo

Monday to Friday 24 hours.
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